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POWER AMPLIFIER PENTODE 

_ for applications requiring continuity of service _ 


Heater" Coated Uni potential Cathode 

Voltage 6.3 a-c or d-c volts 


Current 

0.7 

amp. 

Direct Interelectrode Capac 

itances (Approx.): 0 

Grid to Plate 

0.20 

WJf 

Input 

7.5 

m f 

Output 

11.5 

flpf 

Maximum Overal 1 Length 


>-1/4" 

Maximum Seated Height 


2-11/16" 

Maximum Diameter 


1-5/16" 


Bulb 

Base 

Pin 1 - Shel1 
Pin 2-Heater 
Pin 3-PIate 
Pin 4 - Sc reen 
Mounting Position 



Metal Shell, MT-8 
Small Wafer Octal 7-Pin 
Pin 5-Grid 
Pin 7 - Heater 
Pin 8-Cathode 


Mounting Position BOTTOM VIEW 

Maximum Ratings Art Design-Center Values 
PUSH-PULL AMPLIFIER - Triode Connection * 
Recommended with Cathode-Bias Operation only . 

Plate Voltage 300 max. volet’s 

Plate Dissipation 8-3 max. watts 

Typical Operation - Class A Amplifier: 

Unless otherwise specified, values are for 2 tubes 

Plate Supply * 327.5 ' 

Cathode Resistor A 500 < 

Peak A-F Grid-to-Grid Voltage 54 ' 

Zero-Sig. Plate Current 55 r 

Max.-Sig. Plate Current 59 r 

Load Resistance (piate-to-pfate) 5000 ( 

Total Harmonic Distortion 1 6 , 

Power Output 2 \ 


327.5 

500 

54 

55 
59 

5000 

1 

2 


vol ts 

ohms 

vol ts 

ma. 

ma. 

ohms 


watts 


Actual voltage between cathode and plate will be plate-supply voltage 
minus drop in cathode resistor. 

A Type of input coupling used should not introduce too much resistance 
in the grid circuit. Transformer- or impedance-coupling devices are 
recommended. The grid circuit may have a resistance as high as. but not 
greater than, 0.5 megohm provided the heater voltage is not allowed to 
rise more than 10S above rated value under any condition of operation* 

PUSH-PULL AMPLIFIER - Pentode Connection 
Plate Voltage 300 max. volts 


Screen Voltage 
Plate Dissipation 
Screen Input 
Typical Operation 


Class A t Amplifier: 


300 max. vol t$ 
300 max. volt$' 

7.9 max. watt$ 

1.9 max. watts 


Unless otherwise specified, 

values are for 2 

tubes 

PI ate 

300 

volts 

Sc reen 

300 

vol ts 

D-C Grid Vol tage # 

-30 

volts 

Peak A-F Grid-to-Grid Voltage 

60 

vol ts 

Zero-Sig. Plate Current 

38 

ma. 

Max.-Sig. Plate Current 

69 

ma. 

, f, #,°i See next page. 

.^—Indicates a change. 
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